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randamentului de curent , a randamentului energetic, a bilanţului de 
materiale, a bilanţului de energie precum şi a productivităţii 
procesului galvanic.  De asemenea,  mărimile electrice  de ieşire din  
sistemele  senzoriale  propuse  constituie  mărimile de reacţie în 
buclele de reglare  automată a proceselor galvanice în scopul 
optimizării funcţionării acestora  

 
5.9.  

Title EN Devices for the impedance measurement by method of 
simulated resonance 

Titlu RO Aparataj pentru măsurarea impedanţei prin metoda 
rezonanţei simulate 

Authors Nastas Vitalie, Nicolaev Pavel 
Institution Technical University of Moldova 
Patent no. MD2463, MD2689, MD3173, MD3461, MD3462 

Description 
EN 

The cycle of inventions presents: a circuit for measurement 
of impedance components by the method of simulated 
resonance, a impedancemeter on its basis and four converters 
of impedance with different features used as reference 
elements. 

Descriere 
RO 

Ciclul de invenţii prezintă: un circuit pentru măsurarea 
componentelor impedanţei prin metoda rezonanţei simulate, 
un impedanţmetru realizat pe baza lui şi patru convertoare de 
impedanţă cu diferite particularităţi utilizate ca elemente de 
referinţă. 

 
5.10.  
Title EN Filters with optical isotropic wavelength 
Titlu RO Filtre cu lungimea de undă optic izotropă 
Authors N. Syrbu, A. Dorogan, I. Stamov 
Institution Technical University of Moldova 
Patent no. Pending  

Description 
EN 

The spectral dependencies of refractive indexes n0, ne and Δn=n0-ne 
near the absorption boundary were determined basing on 
transparency spectra study of thin CuGaS2 single crystals at Е||с and 
Е�с polarizations. The intersection of refractive indexes at two 
wavelengths has been revealed at 300 K and 10 K. Band Pass Mode 
Filter and Band Elimination Mode Filter (comb filters) which 
possess thin absorption (transparency) tracks had been elaborated 
basing on this effect. 

Descriere 
RO 

În baza studiului interferenţei spectrelor de transparenţă ale 
monocristalelor CuGaS2 la polarizările Е||с şi Е�с au fost 


