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elements, operating regimes’ state, data storage about patients and 
operating regime. The system assures the functionality of 4-8 
outputs, each of them being optimized for different treatment 
methods: electrophoresis, therapy with ultra high frequency 
currents, ultrasound, magneto-therapy, microwaves therapy, laser 
radiation therapy in IR and visible range, UV radiation therapy, 
ionized air therapy. 

Descriere 
RO 

Sistemul fizioterapeutic constă dintr-un bloc electronic în baza unui 
microcontroler de performanţă, care asigură funcţionarea tuturor 
elementelor, setarea regimurilor de lucru, stocarea informaţiei 
despre pacienţi şi regimuri de lucru. Sistemul asigură funcţionarea a 
4-8 terminale, fiecare din ele optimizat pentru diverse metode de 
tratament: electroforeză, terapie cu curenţi de frecvenţa ultra înaltă, 
ultrasunet, magneto-terapie, terapie cu microunde, terapie cu 
radiaţie laser în domeniile vizibil şi infraroşu, terapie cu radiaţie 
ultravioletă, terapie cu aer ionizat.  

 
5.13.  
Title EN Optoelectronic system for leading and control of oscillations 
Titlu RO Sistem optoelectronic pentru dirijare şi control a oscilaţiilor 

Authors V. Dorogan, T. Vieru, S. Vieru, V. Secrieru, E. Munteanu, Ş. 
Balica 

Institution Technical University of Moldova 
Patent no. Pending 

Description 
EN 

The system is elaborated for controlling oscillatory processes (in 
particular, for Focault Pendullum). It is manufactured basing on 
optoelectronic couples (laser diode - photoreceiver), synchronizing 
and compensation system of attenuated oscillations, a pack of 
programs and is leaded using a PC. The system’s functionality is 
monitored in on-line regime, the parameters and operating regimes 
are displayed on a plasma screen 

Descriere 
RO 

Sistemul este elaborat pentru controlul proceselor oscilatorii (în 
particular, pentru Pendulul Foucault). Este confecţionat în baza 
cuplurilor optoelectronice (diodă laser - fotoreceptor), sistemului de 
sincronizare şi compensare a atenuării oscilaţiilor, unui pachet de 
programe şi este dirijat de la calculator. Funcţionarea sistemului 
este minitorizată în regim on- line, parametrii şi regimurile de lucru 
sunt afişate la un ecran cu plasmă. 

 
5.14.  
Title EN System for measuring parameters of glass-coated microwires 

Titlu RO Sistem de măsurare a parametrilor microfirelor cu înveliş din 
sticlă 
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Authors S. Zaporojan, V. Pavel, I. Calmîcov 
Institution Technical University of Moldova 
Patent no. Pending 

Description 
EN 

The system permits controlling microwires’ quality at post 
fabrication phase. The measurement of coercitive force with values 
up to 100 A/m and the trend of diameter’s  change in dynamic 
regime are assured. 

Descriere 
RO 

Sistemul permite controlul calităţii microfirelor la etapa 
postfabricare. Este asigurată măsurarea în regim dinamic a forţei 
coercitive cu valori de până la 100 A/m şi a trendului de schimbare 
a diametrului. 

 
5.15.  
Title EN Monitoring module for microwire casting process 
Titlu RO Modul de monitorizare a procesului de tragere a microfirelor 
Authors S. Zaporojan, I. Calmîcov, C. Plotnic 
Institution Technical University of Moldova 
Patent no. Pending 

Description 
EN 

The module permits data aquisition and storage, image segmentation 
and exctration of drop shape, determination of capilary parameters. The 
system assures video monitoring of microwires’ casting for the 
optimization of technological process purposes. 

Descriere 
RO 

Modulul permite achiziţia şi stocarea datelor, segmentarea imaginii 
şi extragerea conturului picăturii, determinarea parametrilor 
capilarului. Sistemul asigură monitorizarea video a tragerii 
microfirelor cu scopul optimizării procesului tehnologic. 

 
5.16.  
Title EN Method and device for determining saline aerosols "in situ" 
Titlu RO Metoda si dispozitiv pentru determinarea aerosolilor salini 

Authors 
Pascu Constantin, Sandu Ion, Ciobanu Gabriela, Sandu Ioan 
Gabriel, Vasile Victorita, Ciobanu Octavian, Sandu Andrei Victor, 
Pascu Anca 

Institution Romanian Inventors Forum  
Patent no. RO122232 

Description 
EN 

The invention refers to a device for the determination of the 
nonstructural salin aerosols, by differential conductometric method 
using bubbling system and a reference curve. The bubbling device 
presents a system of volume adjustment, in which are the electrods 
(conductive and temperature compensation). As advantages are that 
can be used in laboratories and “in situ”, it is very precise (ppm 
concentration order), can be set up as a standard method for aerosols. 

Descriere 
RO 

Inventia se refera la un dispozitiv pentru determinarea aerosolilor 
salini, prin metode conductometrice diferentiale.  Dispozitivul poate 
fi utilizat atat in laboratoare cat si la fata locului, fiind foarte precis. 

 
5.17.  
Title EN Method for determination the normal range of variation of the 

hydric equilibrium 


