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de extragere a produselor şi un cărucior prevăzut cu lift, care depozitează produsele pe un 
europalet cu un efort minim folosindu-se cu precădere de gravitaţie ca acţionare de bază 
pentru depozitarea finală a produselor pe europalet, acesta fiind activitatea cu cel mai mare 
grad de dificultate.

Importanţa socio-economică: Echipamentul industrial poate fi aplicat în industria materialelor de 
construcţii, în special a producţiei de europavele în sistem automat pe paletizoare.

Summary of the invention: The invention relates to an automated palletizer that is formed of two band 
conveyers, a product extraction system and a lift-fitted carriage, which stacks the products on 
a europallet with a minimum effort using mainly the gravitation force as basic driving for the 
final stacking of products on the europallet, which represents the most difficult part of the job.

UNIVERSITATEA TEHNICĂ A MOLDOVEI

B  18 REDUCTOR ARMONIC AXIAL

Autor:  Dohotaru Ion

Brevet de scurtă durată:  MD 616 Z

Esenţa invenţiei: Invenţia se referă la domeniul construcţiei de maşini, în special la dispozitive de 
transmisie mecanică. Reductorul armonic axial conţine un corp, în care sunt executate aleza-
je axiale, dispuse pe o circumferinţă, coaxial cu axa reductorului, în fiecare fiind instalaţi liber 
tacheţi, unul dintre capetele cărora este executat în formă de dinte. Reductorul mai conţine 
un arbore conducător cu o camă pe care este amplasat un inel glisant cu locaşuri sferice pe 
partea frontală, fixat axial cu un inel, precum şi o roată condusă, executată cu coroană dinţată 
frontală, cu care angrenează dinţii tacheţilor, capătul opus al cărora este executat sferic. Pe 
partea cilindrică a tacheţilor este executat un canal inelar şi o aplanare. Capetele sferice ale 
tacheţilor sunt introduse în locaşurile sferice ale inelului glisant. Inelul glisant şi tacheţii sunt 
fixaţi cu o colivie astfel că împreună formează o roată dinţată flexibilă cu dinţi glisanţi. În 
corp este fixată o placă poliedrică, fiecare latură a căreia contactează cu aplanarea tacheţilor 
pentru a împiedica rotirea acestora. Între aplanarea tacheţilor şi laturile plăcii poliedrice este 
prevăzut un interstiţiu. Numărul de tacheţi diferă de numărul de dinţi ai roţii conduse.

Summary of the invention: The invention relates to the field of mechanical engineering, particularly 
to mechanical transmission devices. The axial harmonic reducer includes a body, in which 
are made axial holes, placed round a circle, coaxial with the axis of the reducer, in each being 
freely installed pushers, one end of which is made in the shape of tooth. The reducer further 
contains a drive shaft with a cam, on which is placed a sliding ring with spherical sockets on 
the front side, axially fixed with a ring, as well as a driven wheel, made with the front gear 
ring, with which intermesh the teeth of the pushers, the opposite end of which is made 
spherical. On the cylindrical part of the pushers is made an annular groove and a cut. The 
spherical ends of the pushers are embedded into the spherical sockets of the sliding ring. 
The sliding ring and the pushers are fixed with a cage so that together they form a flexible 
sliding gearwheel with sliding teeth. In the body is fixed a polyhedral plate, each face of 
which is in contact with the cut of the pushers to prevent their rotation. Between the cut 
of the pushers and the faces of the polyhedral plate is provided a clearance. The number of 
pushers differs from the number of teeth of the driven wheel.

B  19 MALAXOR CU ACŢIUNE CICLICĂ 

Autori:  Andrievschi Serghei, Lozan Alexandr

Brevet de scurtă durată: MD 583 Z  

Esenţa invenţiei: Invenţia se referă la industria construcţiilor de maşini, în special la malaxoare, şi 
poate fi utilizată la prepararea amestecurilor uscate, semiuscate, de mortar şi de beton plas-
tic sau vârtos. Malaxorul cu acţiune ciclică conţine un corp cu fund semicilindric, instalat pe 
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nişte suporturi, în pereţii frontali ai căruia este montat un arbore cu organe de amestecare, 
executate în formă de bare radiale. La capetele arborelui sunt fixate răzuitoare radiale. Pe 
barele radiale sunt fixate nişte bare longitudinale, iar pe capetele barelor radiale sunt mon-
tate răzuitoare longitudinale. Barele radiale sunt executate în formă de arc şi sunt orientate 
cu partea concavă în direcţia de rotire a arborelui, formând un unghi de atac mai mic de 
90°, iar răzuitoarele longitudinale conţin nişte cuţite cu un unghi de atac egal cu 30°, fixate 
pe partea frontală a barelor radiale prin intermediul unor elemente elastice şi al unor plăci 
longitudinale.

Importanţa socio-economică: Productivitate înaltă, durata amestecării mixturilor uscate constituie 
4-5 secunde, consum mic de energie.

Summary of the invention: The invention relates to mechanical engineering industry, in particular 
to mixers, and can be used for preparation of dry, semi-dry, mortar and concrete plastic or 
rigid mixes.  The batch-type mixer comprises a body with semi-cylindrical bottom, mounted 
on supports, in the front walls of which is mounted a shaft with mixing members, made in 
the form of radial bars. At the ends of the shaft are fixed radial scrapers. On the radial bars 
are fixed longitudinal bars, and on the ends of the radial bars are mounted longitudinal scra-
pers. The radial bars are made in the form of arc and oriented with the concave part to the 
rotation direction of the shaft, forming an angle of attack less than 90°, and the longitudinal 
scrapers contain knives with an angle of attack equal to 30°, mounted on the front part of 
the radial bars through elastic elements and longitudinal plates.

B  20 SISTEM OPTOELECTRONIC PENTRU DETERMINAREA MAGNITUDINII ŞI DIRECŢIEI 
UNDEI SEISMICE

Autori:  Dorogan Valerian, Vieru Tatiana, Zaporojan Sergiu, Vieru Stanislav, Dorogan Andrei, 
Munteanu Eugen, Secrieru Vitalie

Brevete:   MD 877 G2, 1216 G2

Esenţa invenţiei: Sistemul este format în baza unei diode laser cu emisie în infraroşu şi o fotodiodă 
cu sensibilitate bidimensională asigurată de conectarea diferenţială a sectoarelor fotosen-
sibile. Magnitudinea este determinată în funcţie de intensitatea semnalelor diferenţiale, iar 
direcţia de propagare a undei seismice – de coordonatele (x,y) ale sectoarelor fotosensibile.

Importanţa socio-economică: Securitatea antiseismică a populaţiei.

Summary of the invention: The system is formed based on a laser diode with infrared emission and a 
photodiode with bidimensional sensibility assured by the differential connection of sensible 
sections. The system is formed based on a laser diode with infrared emission and a photodio-
de with bidimensional sensibility assured by the differential connection of sensible sections.

UNIVERSITATEA TEHNICĂ DIN CLUJ NAPOCA (RO)
CENTRUL UNIVERSITAR NORD DIN BAIA MARE (RO)

B  21            INSTALAŢIE PENTRU DEBITAREA CONTINUĂ A MATERIALELOR RECI PRELUCRATE 
PRIN TOPIRE

Autor:    Hotea Vasile 

Brevet:   RO 122230 B1

Esenţa invenţiei: Invenţia se referă la o instalaţie pentru debitarea continuă a materialelor reci (cocs, 
zgură, stoc), în procesul de topire în cuptoare rotative cilindrice.

Summary of the invention: The invention relaters to an installation for continuous supply of cold 
materials (coke, slag, stock), in the melting process in cylindrical rotary furnaces.


