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Sensors and actuators that do not require additional converters must be able to be read out and set electrically. This 

enables optimal connection to the readout, adjustment and control electronics. Gas sensors sand actuators can be used 

directly in microfluidic chips as elementary building blocks. Microfluidics is concerned with the behavior of liquids and 

gases in very small spaces. This talk briefly summarizes the work of our group over the last decade, showing how 

highly porous materials can be used as both electrical sensors and electrical actuators without the need for moving parts. 

This is because both applications ultimately require flow through electrically conductive material, for which highly 

porous materials are ideally suited. Highly porous structures from the aeromaterial family proved to be ideally suited for 

both gas sensors and actuators. Aerographite was first described in 2012. The material is based on a template consisting 

of interpenetrating microscale tetrapoal ZnO crystals. The template, which can be shaped to the desired geometry at the 

macroscale, is fabricated by gently pressing the tetrapodal powder and then sintering it. The tetrapodal shape as basic 

blocks guarantees a high free volume between the blocks. In further steps, a desired nanomaterial, e.g. graphene, in the 

case of Aerographite graphite, but as well carbon nanotubes, layered materials like h-BN, etc., are first wrapped around 

the surface as a deposited thin film (wet chemical or CVD) and the underlying ZnO tetrapods are detached either by wet 

chemical or hydrogen gas etching. The resulting structure consists of an interconnected microscopic tubular network of 

macroscopic extent with wall thickness on the order of thin films, i.e., a few nanometers. These open structures are ideal 

for gas sensors. Surface effects dominate and enable high sensitivity and selectivity, both with and without the 

underlying zinc oxide template. Actuation can be accomplished by resistive heating of the aeromaterial. The usual 

resistive heating is associated with either slow heating or low volume effects. In this case, neither applies. The actuator 

responds in milliseconds, moves volumes up to four times its volumetric expansion, and is capable of carrying high 

loads, at least 10,000 times its own weight. This is due to the negligible mass of the aermaterial, which results in 

negligible heat capacity of the material. The 3d structure with the high open porosity provides homogeneous heating of 

the gas trapped in the material between the tubes and leads to rapid volume expansion or presure increase. In addition, 

the talk will provide application examples that go beyond microfluidics. 
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This presentation follows the main challenges and research directions in the area of hybrid wireless vehicular 

communications and the progress made in our research group in developing wireless communication systems for 

vehicle-to-vehicle and infrastructure-to-vehicle communications, as well as information technologies for vehicle 

safety and driver assistance. In the context of energy crises and the large number of car accidents, energy efficiency 



20-21 October, 2022 

Chisinau, Republic of Moldova IC ECCO-2022 
The 12th International Conference on 

Electronics, Communications and Computing 

 

  

 

17 

 

and traffic safety became the main research focus for automotive industry and public transportation administration. 

The use of wireless communications and information technologies for vehicular applications has a significant 

potential to address these global challenges. For example, a new safety standard proposal to mandate vehicle-to-

vehicle communications for new cars was announced by USA Department of Transportation with the scope of 

stimulating automotive industry to develop communication and information technologies with applications in 

improving vehicle safety and energy efficiency. 
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In an increasingly connected world, cooperation among and between people and devices is key to boost 

innovation, to improve quality of life, and to build a sustainable society. In this context, wireless technologies 

revolutionized the way in which people and devices interact, providing connectivity on the move and enabling novel 

cooperative services with stringent communication requirements. A prominent example of such service is 

Cooperative, Connected and Automated Mobility (CCAM), which has the potential to substantially increase the 

safety and the efficiency of future transportation systems. Recent advances in wireless networking, which are 

delivering increased speed and higher reliability, are opening opportunities for novel CCAM use cases based on real-

time sensor information shared among connected and automated vehicles. Technologies and standards in the IEEE 

802.11 and 5G ecosystems are being developed to address the stringent communication requirements of CCAM 

applications. 

At the same time, modern vehicles integrate hundreds of embedded devices forming complex wired on-board 

networks. Many of these on-board networked systems are successfully fulfilling stringent system and communication 

requirements, such as deterministic and very low end-to-end latency and jitter, zero packet loss due to congestion, 

and tight synchronization between data producer and consumer. These requirements are addressed by ongoing 

standardization efforts, such as the ones developed by the IEEE Time-Sensitive Networking (TSN) task group. 

In this talk we explore the main technologies enabling future CCAM services and applications. In particular, we 

describe the main standards, recent advances, and open challenges of wireless Vehicle-to-Everything (V2X) 

communications and wired intra-vehicle networked systems. We also discuss the main challenges that such isolated 

wired on-board networks face when opportunistically exposed to other similar networked systems via a wireless 

interface in a highly dynamic manner. Finally, we discuss the potentials of mixing TSN wired networks and best-

effort wireless networks for V2X. 
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The development of multifunctional nanosensors based on advanced nanomaterials is in the focus of the scientific 

and engineering community today, as it is one of the largest and fastest growing market segments. Scientific research 


